
SAMLONGDA Plastic Industrial Co., Ltd.

Tel:+86 757 6336 9178     Fax:+86 757 8852 1200     Email:  info@samlongda.com

Size Length W.P. Tolerances *SuperFlex
ID OD m bar MM

SuperFlex PVC HOSE

PVC  Braid Reinforced Hose with Superior high-strength Polyester Yarn and

100% virgin new material. It is suitable for low temperature in low pressure

equipment, water system, irrigation, sanitary, cleaning and so on. Our PVC

Braid hose with high quality are export to Japan, Europe, South Asia.

Code
ID OD m bar MM

PVC1106 6 11 100 20 ±1.5 *Japan Tech
PVC13508 8 13.5 100 18 ±1.5

PVC1509 9 15 100 15 ±1.5

PVC1610 10 16 100 12 ±1.5

PVC1812 12 18 100 12 ±1.5

PVC2215 15 22 100 12 ±2.0

PVC2619 19 26 100 10 ±2.0

PVC3325 25 33 50 10 ±2.0

PVC4132 32 41 50 10 ±2.0

PVC4838 38 48 50 8 ±2.5

PVC6052 50 62 50 6 ±2.5

         Features
*Super flexibility in low temperature

* Corrosion and abrasion resistant

* Light, durability and flexible with good weather resistance

*Temperature:-10 centigrade degree to +65 centigrade degree.
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